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QUESTION 1

What is the maximum syslog rate for the monitoring node without any drop with appreciable latency? 

A. 500 messages/sec 

B. 1000 messages/sec 

C. 2000 messages/sec 

D. 5000 messages/sec 

Correct Answer: B 

 

QUESTION 2

Which statement is true? 

A. A Cisco ISE Advanced license is perpetual in nature. 

B. A Cisco ISE Advanced license can be installed on top of a Base and/or Wireless license. 

C. A Cisco ISE Wireless license can be installed on top of a Base and/or Advanced license. 

D. A Cisco ISE Advanced license can be used without any Base licenses. 

Correct Answer: B 

 

 

QUESTION 3

Which Cisco ISE deployment models support profiling? 

A. Wireless WPA Enterprise TKIP SSIDs 

B. Inline Posture nodes 

C. Cisco Adaptive Security Appliance 

D. Wireless WPA2 Personal AES SSIDs 

Correct Answer: B 

 

 

QUESTION 4

Which appliance supports Cisco ISE 1.0? 



A. ACS 1120 Appliance 

B. VMWare ESX 3.5 

C. NAC 3390 Appliance 

D. NAC 3355 Appliance 

Correct Answer: D 

 

 

QUESTION 5

What is the maximum number of endpoints supported on 3315/3355/3395 providing all Cisco BE services respectively? 

A. 5000/1000/50000 

B. 3000/6000/10000 

C. 2000/4000/8000 

D. 1000/2000/5000 

E. 4000/8000/15000 

Correct Answer: B 

 

QUESTION 6

Which existing platforms support data migration to Cisco ISE 1.0? 

A. NAC4.X 

B. ACS 4.X 

C. NAC 3.X 

D. ACS 5.X 

Correct Answer: A 

 

 

QUESTION 7

Which two deployment methods are supported with Cisco ISE 1.0 with RADIUS NAC? (Choose two.) 

A. Unified Wireless 

B. HREAP - Local Switched 



C. HREAP - Central Switched 

D. Autonomous 

Correct Answer: AC 

 

 

QUESTION 8

Which two roles can be deployed across more than two nodes in an instance? (Choose two.) 

A. Monitoring 

B. Administration 

C. Inline Posture 

D. Pokey Service 

Correct Answer: AB 

 

QUESTION 9

In a distributed deployment when co-locating the Administrator and Monitoring nodes on one appliance what is the
maximum number of supported Policy Service nodes? 

A. 5 

B. 10 

C. 3 

D. 1 

E. 40 

Correct Answer: A 

 

 

QUESTION 10

When determining the number of endpoints for a user base, what is a good ratio for a starting point? 

A. 1-to-l 

B. 2-to-l 

C. 3-to-l 



D. 5-to-l 

Correct Answer: C 

 

QUESTION 11

In the distributed deployment with dedicated admin and monitoring nodes, which two of the following items are true?
(Select two.) Select exactly 2 answer(s) from the following: 

A. Maximum supported end-points are 100,000 

B. Maximum supported end-points are 400,000 

C. Admin and Monitoring node are only support on 3395 appliances 

D. Maximum policy service nodes are 40 

Correct Answer: AD 

 

QUESTION 12

Each node can have a different persona and associated services with that persona. 

Which persona cannot run with other personas on the same Cisco Identity Services Engine node? 

A. Inline Policy Service 

B. Administration 

C. Monitoring 

D. Policy Service 

Correct Answer: A 
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