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QUESTION 1

Which directory is used for vendor-specific gateway files? 

A. vstart 

B. config 

C. modules 

D. gateway-framework 

Correct Answer: B 

 

QUESTION 2

Once the gateway has generated and transferred the lif files, which log file indicates it was loaded successfully? 

A. $WMCROOT/logs 

B. $WMCROOT/admin/logs 

C. $WMCROOT/logs/loader 

D. $WMCROOT/gways/config 

Correct Answer: C 

 

QUESTION 3

Given the following sample block of lif file: TYPE_290 { C145A 23 C145B 599C145C 200 BSC_NAME
BACH4_1BTS_INDEX 20 CELL_CI 57219} Which table will store the value of C145A traffic counter? 

A. NC_BSC 

B. NC_CELL 

C. LC_LOADMAP 

D. ALC_CELL_INT_TAB 

Correct Answer: D 

 

QUESTION 4

Which specific version of Oracle is required for IBM Tivoli Netcool Performance Manager for Wireless? 

A. Only Oracle 10g 



B. Only Oracle Enterprise Edition 

C. Only Oracle 10g with Partitioning Option 

D. Oracle 10g Enterprise Edition with Partitioning Option 

Correct Answer: D 

 

 

QUESTION 5

Which mode is supported when importing Stored Busy Hour Definitions? 

A. Append 

B. Prepend 

C. Duplicate 

D. Overwrite 

Correct Answer: D 

 

QUESTION 6

In which config file are the Post Parser rules configured? 

A. UserConfig.pm 

B. ParserConfig.pm 

C. EngineConfig.pm 

D. TransferConfig.pm 

Correct Answer: A 

 

QUESTION 7

What are two valid response file variables? (Choose two.) 

A. DB_CMD_LINE 

B. SCHEMA_CMD_LINE 

C. DB_INSTALL_CMD_LINE 

D. LOADER_INSTALL_CMD_LINE 

E. SCHEMA_INSTALL_CMD_LINE 



Correct Answer: CE 

 

QUESTION 8

Which parameter is passed to the ./deploy_gateways command? 

A. -port 

B. -install 

C. -pkgdir 

D. -techpacks 

Correct Answer: C 

 

QUESTION 9

Which UNIX userid is used to install IBM Tivoli Netcool Performance Manager for Wireless? 

A. root 

B. virtuo 

C. netcool 

D. netassure 

Correct Answer: A 

 

 

QUESTION 10

Which operating system supports the IBM Tivoli Netcool Performance Manager for Wireless user interface? 

A. AIX 

B. Linux 

C. Solaris 

D. Windows 

Correct Answer: D 

 

 

QUESTION 11



Which command is used to check that the application server has started and all the configured loaders have stopped? 

A. sap disp 

B. sapmon disp 

C. sapmgr disp 

D. svradmin disp 

Correct Answer: A 

 

QUESTION 12

Each subsystem of the Technology Pack architecture consists of a file or set of files to configure it.Which xml files are
required to configure the metalayer of a Technology Pack? 

A. main.xml and .xml files 

B. main.xml and relations_.xml files 

C. relations_.xml and .xml files 

D. relations_.xml and datasource_.xml files 

Correct Answer: A 
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