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QUESTION 1

Security policies for the firewall are applied to interzones but not to interfaces. 

A. True 

B. False 

Correct Answer: A 

 

QUESTION 2

In RSTP, the port status can be discarding and learning. Which statements about the port status are true? (Select 2
Answers) 

A. The port in discarding or learning state does not forward data frames. 

B. The port in discarding state does not learn MAC addresses. 

C. The port in learning state does not learn MAC addresses. 

D. All of the above 

Correct Answer: AB 

 

QUESTION 3

The end-to-end delay is the sum of transmission delays, processing delays, and queuing delays along the packet
forwarding path. 

A. True 

B. False 

Correct Answer: A 

 

QUESTION 4

Which of the following is the multicast distribution tree maintained by PIM-DM? 

A. SPT 

B. CBT 

C. RPT 

D. STP 

Correct Answer: A 



 

QUESTION 5

Which of the following queue scheduling technology can achieve better fairness? 

A. WFQ 

B. PQ 

C. CQ 

D. RR 

Correct Answer: A 

 

QUESTION 6

Which attributes are well-known community attributes? (Select 3 Answers) 

A. NO_EXPORT (0xFFFFFF01) 

B. NO_ADVERTISE (0xFFFFFF02) 

C. NO_EXPORT_SUBCONFED 

D. AS(2Byte):Number(2Byte) 

Correct Answer: ABC 

 

QUESTION 7

Which of the following standards defines STP? 

A. 802.1J 

B. 802.1X 

C. 802.1D 

D. 802.1P 

Correct Answer: C 

 

QUESTION 8

What is the POP action in MPLS? 

A. The top label is removed from the MPLS label stack. 

B. The top label is added to the MPLS label stack. 



C. The top label is replaced with another value. 

D. The top label is replaced with the label of another group. 

Correct Answer: A 

 

QUESTION 9

Some vendors set the TPID value in the outer VLAN tag of QinQ packets to the non-protocol value. To be compatible
with these vendors\\' devices, the TPID value on Huawei switches is adjustable. Which is the default value of the TPID
value on Huawei switches? 

A. 0x9200 

B. 0x9100 

C. 0x8200 

D. 0x8100 

Correct Answer: D 

 

QUESTION 10

Which of the following routes match this ACL filter? (Select 2 Answers) 

"acl number 2001 

rule 0 permit source 1.1.1.0 0.0.254.255" 

A. 1.1.1.1/32 

B. 1.1.2.1/32 

C. 1.1.3.1/32 

D. 1.1.4.1/32 

Correct Answer: AC 

 

QUESTION 11

If loop exists and STP is not enabled, the switch will not operate normally. 



A. True 

B. False 

Correct Answer: A 

 

QUESTION 12

Which of the following statements about the VRRP authentication is false? 

A. VRRP provides no authentication. 

B. VRRP provides the simple text authentication. 

C. VRRP provides the MD5 authentication. 

D. VRRP provides the RSA key authentication. 

Correct Answer: D 
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