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QUESTION 1

Which Interfacing software gets Installed in the Maintenance PC (MPC) on a VSP Gx00 system? 

A. Device Manager - Storage Navigator 

B. Hitachi Command Suite 

C. Block Element Manager 

D. Hitachi Command Director 

Correct Answer: C 

 

QUESTION 2

You have just completed a firmware upgrade on a VSP G600. 

Under which Hitachi Device Manager - Storage Navigator tab can you confirm the version number of the 

newly upgraded firmware? 

A. View 

B. Actions 

C. Reports 

D. Maintenance Utility 

Correct Answer: D 

 

QUESTION 3

Which function is available in Hitachi Infrastructure Director (HID)? 

A. Global Active Device setup 

B. configuration of HDLM load balancing 

C. basic provisioning of a VSP Gx00 system 

D. automated provisioning for multiple VSP Gx00 systems 

Correct Answer: C 

 

QUESTION 4

You are installing a VSP G400 at a customer site. 



Which three items get configured when you launch the Initial Setup Tool? (Choose three.) 

A. License 

B. Hi-Track 

C. Date and time 

D. FC port topology 

E. System information 

Correct Answer: ACE 

 

QUESTION 5

What are two requirements forSVP connectivity on the VSP Gx00series? (Choose two.) Choose 2 answers 

A. One Ethernet connection to the customer\\'s network. 

B. At least one 1000BASE-SX optical connection to the customer\\'s network. 

C. One iSCSI connection from each controller to separate LAN ports on the SVP. 

D. A static IP address for the SVP that is on the same network segment as the storage system. 

Correct Answer: AD 

 

QUESTION 6

Which two parts replacement methods are supported in the VSP Gx00series? (Choose two.) 

A. local 

B. direct 

C. remote 

D. indirect 

Correct Answer: BD 

 

QUESTION 7

What are two features of the VSP Gx00 series? (Choose two.) 

Which two statements are true regarding the VSP Gx00 series? (Choose two.) 

A. All the systems support cache memory up to 2TB. 

B. All the systems support FMD, SSD, SAS and NL-SAS drives. 



C. All the systems support 8 and 16 Gb Fibre Channel CHB types. 

D. All the systems support FC and SATA drives. 

Correct Answer: BC 

 

QUESTION 8

Your customer wants to direct attach an AIX server to a Fibre Channel port on a VSP G400. What should be set? 

A. host name 

B. pott defined as External 

C. Host Mode Option (HMO) 

D. System Option Mode (SOM) 

Correct Answer: D 

 

QUESTION 9

What are two supported back-end transfer speeds on the VSP Gx00 series? (Choose two.) Choose 2 answers 

A. 4 Gb/S 

B. 6 Gb/s 

C. 8 Gb/s 

D. 12 Gb/s 

Correct Answer: BD 

 

QUESTION 10

Which two messaging methods can be enabled In the Maintenance Utility of the VSP Gx00series? (Choose two.) 

A. SMS 

B. Email 

C. SNMP 

D. Hi-Track 

Correct Answer: BC 

 

QUESTION 11



What are two ways to obtain Information details on failed parts in a VSP Gx00system? (Choose two.) 

A. from the Maintenance Utility interface 

B. from the audit log In Storage Navigator 

C. from the MPC information tab message logs 

D. from the warning LED on the system front panel 

Correct Answer: AD 

 

QUESTION 12

Which component in the VSP Gx00 series provides the CFM and the cache with power In case of power outage? 

A. Backup Module 

B. Battery Module 

C. Cache Module 

D. Power Module 

Correct Answer: B 
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